




BPT AUDIO ENTRY KITS 

ACCESSORIES

A robust kit combining a flush audio
entry panel made from 12swg
vandal resistant stainless steel
with the stylish Lynea YC/200UK
handset with lock release and
auxiliary button. The kit is
complete with the A/200N
control unit and PSU rated
150mA DC - 650mA AC,
enough to power 3 handsets on
the same call.

Flush vandal resistant audio entry panel & 
Lynea handset - AKIT/1VRYC 

A robust kit combining an audio entry panel made
from a flush 12swg vandal resistant stainless steel
with an integrated access control keypad (100
codes/2 relays) together with the stylish Lynea
YC/200UK handset with lock release and auxiliary
button.The kit is complete with the A/200N control
unit and PSU rated 150mA DC - 650mA AC,
enough to power 3 handsets on the same call.

One of the most successful audio entry kits on
the market with a 1 button, surface mount,

aluminium Targha entry panel featuring a functional
drip moulding to drain away water and an

illuminated button together with the stylish Lynea
YC/200UK handset with lock release and auxiliary

button. The kit is complete with the A/200N control
unit and PSU rated 150mA DC - 650mA AC, enough
to power 3 handsets on the same call.

Targha aluminium audio entry panel and Lynea
handset - VSET1N/HPYCUK   

BPT’s range of audio entry kits is among the most cost-effective
on the market, offering not only stylish good looks with the slim
Targha entry panel, but also offering a robust range for tough
environments, integration options to include access control at
varying levels of security and products designed to meet the
Disability Discrimination Act 1995. All our kits offer our
renowned quality, value and ease of installation plus the option
to expand them into multi-door or multi-handset systems.
Please call for details.

This kit combines the robust
Targha vandal resistant entry
panel with the stylish Lynea
YC/200UK handset with lock
release and auxiliary button.
The kit is complete with the
A/200N control unit and PSU
rated 150mA DC - 650mA
AC, enough to power 3
handsets on the same call.

Flush vandal resistant audio entry panel with
proximity reader cut-out and Lynea handset -
AKIT/1VRIMPYC

A robust kit combining a flush DDA audio entry
panel made from 12swg vandal resistant stainless
steel with tactile illuminated button, braille

characters, ‘Door Open’ and ‘Speak Now’ LED
indicators together with the stylish Lynea

YC/200UK handset with lock release and auxiliary
button.The kit is complete with the A/200N control

unit and PSU rated 150mA DC- 650mA AC, enough
to power 3 handsets on the same call.

Targha vandal resistant audio entry panel and
Lynea handset - AKIT/1TARVR 

A robust kit combining a flush audio entry
panel made from 12swg vandal
resistant stainless steel with a
cut-out to accommodate a
proximity access control reader
(reader and controller not
included) together with the
stylish Lynea YC/200UK handset
with lock release and auxiliary
button.The kit is complete with
the A/200N control unit and PSU rated
150mA DC - 650mA AC, enough to power
3 handsets on the same call.

Flush vandal resistant audio entry panel with integrated access
control keypad and Lynea handset - AKIT/1VRACYC

Audio Entry Control Accessories

IT/200 Telephone interface which enables a BPT intercom system to be integrated to a BT type telephone system allowing the call
from the entry panel to be answered on a BT telephone or the BPT handset.The gate or door can be unlocked using a 
designated number on the BT telephone keypad or button on the BPT handset.

XT/200+XKP/128 Wall mounted BPT telephone handset for use with the IT/200

Mounting Posts for Entry Panels

HDP/2000 2m high stainless steel, 80x80 box section with mounting plate
HDP/1200 1.2m high stainless steel, 80x80 box section with mounting plate
TP/1200 1.2m high tubular polished stainless steel with mounting plate
HDP/DUAL Stainless steel, 80x80 box section, dual height with mounting plate

Targha aluminium audio entry panel and Lynea
handset - VSET1N/HNA
This kit combines the 1 button, surface mount,
aluminium Targha entry panel with an integrated
access control keypad (100 codes/2 relays)
together with the stylish Lynea YC/200UK handset
with lock release and auxiliary button.The kit is
complete with the A/200N control unit and PSU
rated 150mA DC - 650mA AC, enough to
power 3 handsets on the same call.

Flush vandal resistant audio DDA 
entry panel and Lynea handset - AKIT/1DDAYC
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BPT VIDEO ENTRY KITS 

ACCESSORIES

A robust kit combining a flush
video entry panel made from
12swg vandal resistant stainless
steel with a cut-out to
accommodate a proximity
access control reader (reader and controller not included)
together with the latest Lynea black & white monitor which
has a 4.5” screen and buttons to control the lock release,
auxiliary buttons, contrast and brightness.The kit is complete
with the VA/200 control unit & PSU rated 60VA output
17.5DC 0.9A.

Flush vandal resistant
video entry panel with
proximity reader cut-out
and Lynea black & white
monitor -
VKIT/1VRIMPYVF

One of the most successful and cost-effective video
entry kits on the market with a sleek 1 button,

surface mount, aluminium Targha entry panel
housing a black & white adjustable camera with
infrared back lighting together with the latest

Lynea black & white monitor which has a 4.5”
screen and buttons to control the lock release,

auxiliary buttons, contrast and brightness.The kit is
complete with the VA/200 control unit & PSU rated

60VA output 17.5DC 0.9A. Also available with colour
monitor - VSET200YVC-1/HPV 

Video Entry Control Accessories
IT/200 Telephone interface which enables a BPT intercom system to be integrated to a 

BT type telephone system allowing the call from the entry panel to be answered

on a BT telephone or the BPT monitor.The gate or door can be unlocked using 

a designated number on the BT telephone keypad or button on the 

BPT monitor.

XV/200 + XKP/128 Wall mounted BPT video monitor for use with the IT/200

Mounting Posts for Entry Panels

HDP/2000 2m high stainless steel, 80x80 box section with mounting plate

HDP/1200 1.2m high stainless steel, 80x80 box section with mounting plate

TP/1200 1.2m high tubular polished stainless steel with mounting plate

HDP/DUAL Stainless steel, 80x80 box section, dual height with mounting plate

BPT’s range of video entry kits is among the most 
cost-effective on the market, offering not only stylish good
looks with the slim Targha entry panel, but also offering a
robust range for tough environments, integration options to
include access control at varying levels of security and
products designed to meet the Disability Discrimination Act
1995, as well as award-winning monitors. All our kits offer
our renowned quality, value and ease of installation plus the
option to expand them into multi-door or 
multi-monitor systems. Please call for details.

A robust kit combining a flush
video entry panel made from
12swg vandal resistant
stainless steel with an
integrated access control
keypad (100 codes/2 relays)
together with the latest Lynea
black & white monitor which
has a 4.5” screen and buttons
to control the lock release,
auxiliary buttons, contrast and
brightness.The kit is complete
with the VA/200 control unit &
PSU rated 60VA output 17.5DC 0.9A.

This kit combines the 1 button, surface mount,
aluminium Targha entry panel housing an
adjustable colour camera together with the
award-winning Nova video monitor featuring a
2” colour screen, a lock release, monitor live
and 2 auxiliary buttons, brightness and contrast
controls and an audio button.The kit is
complete with the VA/200 control unit & PSU rated 60VA output 17.5DC 0.9A

Targha aluminium video entry panel and 
Nova video monitor -VKIT/1TARNOV

Flush vandal resistant video entry panel with
integrated access control keypad and Lynea black
& white monitor - VKIT/1VRACYVF

A robust kit combining a flush video entry panel made
from 12swg vandal resistant stainless steel with the
latest Lynea black & white monitor which has a 4.5”
screen and buttons to control the lock release,
auxiliary buttons, contrast and brightness.The kit is
complete with the VA/200 control unit & PSU rated
60VA output 17.5DC 0.9A.To surface mount,
add VRSH/1 

Flush vandal resistant video entry panel and Lynea
black & white monitor -  VKIT/1VRYVF 

Targha aluminium video entry panel and Lynea black & white 
monitor - VSET/200YVF-1HSV

This kit combines the 1 button, surface mount, aluminium
Targha entry panel housing a black & white
adjustable camera with an integrated access control
keypad (100 codes/2 relays) together with the
latest Lynea black & white monitor which has a
4.5” screen and buttons to control the lock
release, auxiliary buttons, contrast and
brightness.The kit is complete with the VA/200
control unit & PSU rated 60VA output 17.5DC 0.9A.

Targha aluminium video entry panel with integrated access control
keypad and Lynea black & white monitor - VKIT/1HNAYVF
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IMPRO ACCESS CONTROL - STANDALONE SYSTEMS

ACCESSORIES

SupaGate Controllers

The concept behind SupaGate is to provide the most cost-effective secure
solution for small applications that do not require a PC for programming.
All three units are programmed from the controller with a maximum 99
users and depending on the version selected, can operate RF tags,
standard proximity readers (max 20m from the SupaGate controllers) and
personal access codes.They are simple to program and offer great value.

SupaGate Lite is a simple, standalone single door controller supplied with a
keypad reader (SGI/913) for up to 99 users. Access can be gained using a
standard tag or a personal access code.

GB/IMPROS2 2 door controller (4 readers in anti-passback mode) 
GB/MIT900 ImproS2 mullion mount grey external/internal reader
GB/MIT201 ImproS2 panel mount reader
GB/XTT12V-1A 12V DC 1A PSU with battery terminals
GB/XTT12V-2A 12V DC 2A PSU with battery terminals

SupaGate Lite GB/SGI910

SupaGate can control up to 4 relays using the GB/XQT904 RF tag
(left). One of the relays can also be controlled by a standard proximity

reader, providing a solution whereby access could be gained for the same
gate or door by using a RF tag, a standard tag or a personal access code.

SupaGate

SupaGate Plus has the same functionality as the SupaGate and permits a
second relay to be controlled by a standard proximity reader.

SupaGate Plus GB/SGI912

SupaGate Plus supplied in IP66
weatherproof enclosure when
needing to be installed externally.

� Easy installation and set-up
� Standalone editing and operation - no PC is required
� The system records Installer, Editor or User status to each 

tag for programming authorisation
� 6 key keypad on controller for ease of operation
� Readers can be fitted into audio or video entry panels
� Choice of readers - panel mount and mullion
� 16 x 2 character LCD displaying English text for 

user-friendly operation
� Controller supports ‘Secure Mode’, where all user tags are 

denied access
� State-of-the-art 125KHz proximity reader technology
� Database copy facility, enabling fast-commissioning to 

multiple-controllers with same users
� Auto-configuring for single door operation, saving installer 

on-site time

ImproS2 Features

The complete standalone, passive, no-contact, proximity access control system for
single or 2 door applications, including residential, surgeries and small industrial
and commercial premises. Each ImproS2 controller supports 2 proximity readers
or up to 4 readers for full read in and read out control of 2 doors. Up to 2,000
tags.The system simply grants or denies access to tags through either or both of
the doors. Designed for ease of use and reliability.

ImproS2 system with
controller and 2
GB/MIT900 readers in
read only mode

GB/SGI911
GB/XQT904

ImproS2 Standalone for 1-2 Doors, 2,000 Users

SupaGate Plus in Enclosure GB/SGI914

Pedestrian Gates

Vehicle Gates

Front Doors & Office Doors; Garage Door/Roller Shutters

36

ImproS2 system with
controller and 4
GB/MIT900 readers in
read in and read out
mode



GB/XTT905** GB/XTT906* GB/XTT907** GB/XTT908**

Impro reader range

GB/XTT901* GB/XTT902* GB/XTT903* GB/XTT904**

GB/IWM903 GB/IWK901

44 bit Wiegand output prox readers - ideal if the reader is
located up to 100m away from the door controller

The GB/IWP900 can
also be panel
mount to
achieve
greater
distances
from the
controller.

Vehicle access receivers

GB/UHR903 GB/ITR901

Systems from one door to 3,000 and one user to 160,000
across 256 sites, all controlled on site via PC or remotely, via
the ethernet.

Being among the top suppliers of proximity access control equipment in the
world, Impro sets the standards for products, using the latest, fully-proven
technology. Combined with BPT’s full design service and technical back-up,
Impro is proving to be one of the more popular choices for specifiers, when
looking to control access to buildings.

Impro has the most extensive feature to price ratio on the market and
includes more features as standard such as full colour graphic plans, intelligent
vehicle access control, full card printing software, lift/elevator control and 3
read in and read out modes.

For more information on Impro access control, please call 
01442 230800 or email sales@bpt.co.uk.

IMPRO ACCESS CONTROL - ONLINE SYSTEMS

ACCESSORIES

* - Best read range no more than 20m from controller. Reduced read range max 40m
** - Best read range no more than 20m from controller.

Impro control packages - making specifying quoting
any size of system as easy as 1, 2, 3...!

Step 1 - Select your control package based on the number of 
doors required

Step 2 - Add your door controller - 1 for every 2 additional 
doors in read in only mode

Step 3 - Select your Impro reader from our wide choice 

GB/IWP900

Standard proximity readers for short distances to controller

Impro control packages

Impro4 - 2 door controller, expandable to 4 doors, up to 10,000 sites, 2,000 
tags and offers vehicle access and 3rd party reader options plus 
web reports, timesheets and more.The controller kit includes the 
main controller, USB connection and software. Multi-site options are
provided via modem and ethernet connections.

Impro16 - Economical and flexible 16 door system able to manage up to 
2,000 users with features such as lift control, graphical user 
interface, web reports and much more.The controller kit includes 
the main controller, USB connection, tag registration reader, software
and first GB/XTT900 2 door controller. Multi-site options are 
offered via modem connection.

Impro64+ - Capable of expansion to 3,000 readers, 160,000 tags per site, up to
256 sites and offers CCTV integration, full building and car park 
management, web reports and more.The Impro64+ controller kit 
includes the main controller, USB connection, tag registration reader,
software and first GB/XTT900 2 door controller. Multi-site options 
are offered via ethernet connection.

GB/XTT904 reader

GB/XQT904 transmitter
shown to GB/XTT903 reader
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YOUR DETAILS

Contact Name:

Company Name:

Address:

Date:

Tel No:

Fax No:

E-mail:

Site:

GATE MEASUREMENTS Plan Ref. L/H Post R/H Post

Depth of Post (mm) A

Width of Post (mm) B

Hinge Centre to Inside Face of Post (mm) C

Hinge Centre to Rear Face of Post (mm) D

Width of Entrance (mm) E

TYPE OF GATE OPERATOR

Surface Mounted Rams       Underground Operators

PLEASE COMPLETE AND FAX TO 01442 244729 FOR A QUOTATION

PLAN OF SWING GATES

A

B

E

OUTSIDE

C

D

A

B

C

D

GATE DETAILS

Gate Material 

Post Material 

Single Leaf Twin Leaf

Open Pattern Closed Boarded

Inward Opening Outward Opening

Opening Angle Required    

Operations an Hour (busiest period)

Driveway Inclined Level  

ACCESS/SAFETY REQUIRED

Radio Control No. of Transmitters

Digital Keypad Key Switch

No. of Keys

Audio Entry System Video Entry System 

Safety Photocells: One Pair    Two Pair

Safety Loop

Free Exit Loop

Photocells for Free Exit         

SWING GATES

SITE ASSESSMENT FORM
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YOUR DETAILS

Contact Name:

Company Name:

Address:

Date:

Tel No:

Fax No:

E-mail:

Site:

GATE MEASUREMENTS Plan Ref.

Depth of Post (mm) A

Width of Post (mm) B

Width of Entrance (mm) C

Total Length of Gate (mm) D

PLEASE COMPLETE AND FAX TO 01442 244729 FOR A QUOTATION

GATE DETAILS

Gate Material 

Post Material 

Single Leaf Bi-parting

Estimated Weight of Gate (kg)   

Level Driveway Inclined

Open Pattern Closed Boarded

Operations an Hour (busiest period)

GATE ACCESSORIES (if required)

Lower Guide Wheels No.

Nylon Guide Rollers 30mm dia No.

Nylon Guide Rollers 40mm dia No.

CONTROL/ACCESS/SAFETY REQUIRED
Radio Control No. of Transmitters

Digital Keypad Key Switch

No. of Keys Audio Entry System 

Video Entry System

Safety Photocells: One Pair    Two Pair

Safety Loop    Free Exit Loop    

Static Pneumatic Safety Edge

Moving Pneumatic Safety Edge

Mechanical Operated Safety Edge   

‘Gate House’ Push Button Control

PLAN OF SLIDING GATES

C

D

OUTSIDE
B

A

SLIDING GATES

SITE ASSESSMENT FORM
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